& ¥ CENTRAL AIR WALL TYPE INVERTER

CNIRAARY | d50USuDnTA IBunsanas nuuAnwab s:uUBUNDSINDS

AR

& { = - — & k|
r |
! I ZS f l , b
u 1 g - ERROR - + y,
Golden Fin 4 Way Turbo Button Auto Clean Error Code Auto Restart LED Display
Auto Swing Display
=
I
& u
| '
‘ Vil ,—-—\.—.______‘_\_: o
] i al

IWSeuiRguangmsiavufuan:Inndaunsuisy

UWoADEaldula:npudsouluu Golden Fin UUs:énSmwtumss:uwmwmﬁluua:mwuéaulﬁd ARLWU
Js:ansniwnislkal3guyavaisnindiuidu quauGﬁdaaéomgmstﬁmum§poUs‘ummn auisanuco
Wunsa YogUovrumsAansauvavlplAuuSdausIgn:laua:aisiadndgnsiansoudua ugiulsvoiuaaiknssy
lGungodu

B LWUWDNDINIALUU Activated Carbon Filter gagtumsmidanauduua:nauliwous:avA

m S:UU Auto Swing 4 NFANTY

m WSDUADYS:UU Turbo Mode, Auto Restart, Sleep Mode, Timer Mode

B UWVAREALEULAzADEASDU MDINMDNDVLAY DIYNISIGVIULIDUIU

= JpUNSEUUDVAUADULWSALEDS KINADIUSDUGVLAULNTUN

= Jristhenuuuddosued 4 was wisuanglw

® U1asgiuus:RIalw Wwoas 5 ua: uan. 2134-2553

ISO 9001 : 2015 =R

uSun 1Gunsaids (Us:inATne) $1A0 TEL : 0 2526 1985-90 WWW.CENTRALAIRCO.TH ) WWW.FACEBOOK.COM/CENTRALAIRI9Z8.TH @) CENTRAL_AIR

/ ‘
NN e g =

I




INSDVUSUDINTA Bunsaids NuuAnwUv s:uudundSIODS
Central Air - Wall Type (INVERTER)

SPECIFICATIONS

INDOOR UNIT CFW-2IVAQ09 CFW-2IVA13 CFW-2IVA18-1 CFW-2IVA25-1
MODEL
OUTDOOR UNIT CCS-2IVA09 CCS-2IVA13 CCS-2IVA18-1 CCS-2IVA25-1
Btu/hr 9,400 12,500 18,500 25,200
Cooling Gapacity Watts 2,700 3,600 5,200 7,000
Power Consumption Watts 708 1,030 1,550 2,000
E SEER Btu/hr/Watts 18.90 18.10 17.67 18.15
= EGAT Gertified Label No.5 2 2 2 2
TIS Standard UON.2134-2553
Running Current Amps 4.40 5.90 710 9.10
Power Supply V/Ph/Hz 220/1/50 220/1/50 220/1/50 220/1/50
Air Flow Cfm. 352 370 17.67 18.15
Air Direction Control Type Left-Right , Up-Down Auto Swing
% Motor Size Watts 35 (AC Motor) 45 (AC Motor) 30 (DC Motor) 50 (DC Motor)
2 Evaporator Coil Type Golden Fin Inner Grooved With Copper Tube
§ Noise Level dB(A) 37/32/25 39/36/34 48/44/40/36 49/45/41/37
= Dimension (W/H/D) mm 800/300/198 850/300/198 970/315/235 1,100/330/235
Packing (W/H/D) mm 850/370/270 920/370/27 1,047/385/317 1,180/400/317
Net Weight/Gross Weight kg 10.94/13.02 11.38/13.54 13.7/16.40 14.8/18.8
Compressor Type Rotary Rotary Rotary Rotary
Motor Size Watts 24 (DC Motor) 24 (DC Motor) 40 (DC Motor) 69 (DC Motor)
Condenser Coil Type Golden Fin Inner Grooved With Copper Tube
= Refrigerant Type R32 R32 R32 R32
% Refrigerant Charged gram 550 650 1,100 1,330
§ Noise Level dB(A) 51 52 54 59
la}
5 Dimension (W/H/D) mm 740/545/255 740/545/255 895/545/355 975/700/390
© Packing (W/H/D) mm 850/620/370 850/620/370 920/620/400 1,020/770/430
Liquid Size mm (inch) 6.35 (1/4) 6.35 (1/4) 6.35 (1/4) 6.35 (1/4)
Suction Size mm  (inch) 9.52 (3/8) 12.7 (1/2) 12.7 (1/2) 15.88 (5/8)
Net Weight/Gross Weight kg 24/27 26/29 33/36 51/55
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Note. Cooling capacity base on 27°C DB. 19°C WB. on evaporator coil and 35C DB. 24°C WB. air on condenser. Specification are subject to change without notice for future improvement (JoedIwORUIMSIUaEUIUaDIAIREIUABOIRDIANSIUEGDALN)




